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18505
BE BF I DRIVE

SEE ABOVE
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145BLACK

NOTES:

     ASSEMBLY TO BE PACKAGED IN A CLEAR BAG AND BAG LABELED AS SHOWN.
5.  BAG LABEL TO BE APPROX. 3"[76.2] WIDE X 1"[25.4] HIGH. TEXT TO BE 12 PT. SANS SERIF FONT.
     LOGO AND TEXT MUST BE LEGIBLE WHEN APPLIED TO THE BAG.   

18822001

4.  VENDOR TO HANK LEADS IN AN APPROXIMATE 8"[203.2] DIAMETER COIL. 

6.  CABLE BUSHINGS SHOULD COMPRESS SLIGHTLY AROUND THE JACKET TO PROVIDE STRAIN RELIEF.

Allied Motion (REF DX4449)

A1

3.  CONNECTOR ASSEMBLY MUST WITHSTAND A 15 LB PULL TEST.
2.  CABLE O.D.: Ø.465[11.81] MAX.
1.  LEAD WIRE: 3 CONDUCTOR CABLE WITH 22 AWG 80°C PVC LEADS, GREY 80°C PVC JACKET.

CABLE PIN OUT
WIRE DB9 PIN DB15 PIN FUNCTION
RED 2 13 RS232 Tx

GREEN 3 8 RS232 Rx

BAG LABEL

AC-CB-822001
RS-232 PROGRAMMING CABLE
18822001

A (1) WAS #AC-CBL0001
    (2) REVISED NOTE
    (3) ADDED METRIC DIMS
#19002 DMH 08-27-13

TYPE

APP.

SCALE:

J.O.#

NO.

PERMISSION OF ALLIED MOTION 

ANGULAR: ±1°

THREE PLACE DECIMAL:  ±.005
DESCRIPTION

SHEET 1 OF 1

TOLERANCES UNLESS SPECIFIED:
DIMENSIONS ARE IN INCHES

DWN.

DO  NOT  SCALE  DRAWING

TWO PLACE DECIMAL:  ±.01 

FINISH

REVISIONS

TECHNOLOGIES IS PROHIBITED.

PROPRIETARY AND CONFIDENTIAL

MATERIAL

THE INFORMATION CONTAINED IN
THIS DRAWING IS THE SOLE PROPERTY
OF ALLIED MOTION TECHNOLOGIES.
ANY REPRODUCTION IN PART OR
AS A WHOLE WITHOUT THE WRITTEN

DWG.

DWG.  NO.

REFER TO ALLIED MOTION OWOSSO
SPEC P965001 FOR HAZARDOUS
SUBSTANCE RESTRICTIONS

DSUB CONNECTOR
FEMALE 15 PIN HIGH
DENSITY DSUB CONNECTOR

WITHIN 1"[25.4] OF CENTER OF CABLE.

BLACK PLASTIC BACKSHELL
WITH #4-40 THUMB SCREWS
(NORCOMP #970-009-010R011
OR APPROVED EQUIVALENT)

FEMALE 9 PIN

LABEL WITH ALLIED MOTION LOGO
AND "AC-CB-822001" IN HIGH CONTRAST
LETTERING. LABEL MUST BE POSITIONED

 39.37±.50
1000±12.70

 


