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REVISIONS

REFER TO ALLIED MOTION OWOSSO
SPEC P965001 FOR HAZARDOUS
SUBSTANCE RESTRICTIONS

PROPRIETARY AND CONFIDENTIAL
THE INFORMATION CONTAINED IN
THIS DRAWING IS THE SOLE PROPERTY
OF ALLIED MOTION TECHNOLOGIES.
ANY REPRODUCTION IN PART OR
AS A WHOLE WITHOUT THE WRITTEN
PERMISSION OF ALLIED MOTION
TECHNOLOGIES IS PROHIBITED.

Adlied Motion

OWO0SSOo

DO NOT SCALE DRAWING

DIMENSIONS ARE IN INCHES
TOLERANCES UNLESS SPECIFIED:
ANGULAR: +1°

TWO PLACE DECIMAL: +.01
THREE PLACE DECIMAL: +.005
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REF. OWOSSO o INSULATION & JACKET
CABLE P/N e LENGTH - "A" | SEALED/SHIELDED | WIRE GAUGE NP
39.37+.50 105 °PVC MACHINE TOOL
AC-CB-822006 18822006 1000 +13.70] NO 10 AWG e
118.11+1.00 105°PVC MACHINE TOOL
AC-CB-822007 18822007 (5000 +25.40] NO 10 AWG e
39.37+.50 105 °PVC MACHINE TOOL
AC-CB-822008 18822008 (1000 +15.70] NO 14 AWG e
118.11+1.00 105 °PVC MACHINE TOOL
AC-CB-822009 18822009 (5000 +25.40] NO 14 AWG e
39.37+.50 105°PVC MACHINE TOOL
AC-CB-822010 18822010 (1000 +15.70] SEALED ONLY 10 AWG e
118.11+1.00 105°PVC MACHINE TOOL
AC-CB-822011 18822011 (5000.£25.40] SEALED ONLY 10 AWG A
39.37+.50 105°PVC MACHINE TOOL
AC-CB-822016 18822016 (1000 +15.70] YES 14 AWG A T y——
APP.
118.11+1.00 105°PVC MACHINE TOOL BMH 07-31-14
AC-CB-822017 18822017 (5000 +25.40] YES 14 AWG e et 0731
719462
TYPE
NOTES: MATERIAL DESCRIPTION
PIN NUMBER WIRE FUNCTION 1. SHIELDED CABLES INCLUDE A 28 AWG DRAIN WIRE.
1 BLACK _POWER 2. DIMENSIONS IN [ ] ARE IN MILLIMETERS. A
2 RED OR WHITE + POWER (REF DX5637)
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