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USB TO HIGH SPEED RS-232 CABLE. CABLE TO HAVE STANDARD USB-A PLUG ON ONE SIDE, AND A
MALE 9-PIN DSUB PLUG ON THE RS-232 SIDE. CABLE, USB-RS232 CONVER CHIP, AND SOFTWARE
DRIVERS MUST BE CAPABLE OF SUSTAINED 460kbps DATA TRANSFER RATE. CABLE LENGTH TO BE

24 INCHES MINIMUM[609.60 MM].

RECOMMENDED PART FOR PURCHASE: PLUGABLE USB TO RS-232 DB9 SERIAL ADAPTER (PROLIFIC

PL2303HX REV D CHIPSET) OR APPROVED EQUIVALENT.

ALLIED MOTION CATALOG PART NUMBER AC-CB-100104. SHIPMENT MUST REFERENCE ALLIED PART

NUMBER 69100104.

(REF DX4580)

REVISIONS

A (1) WAS #AC-CBL0010
(2) ADDED METRIC DIMS
#19002 DMH 08-27-13

B(1)WAS BYTECC #BT-DB925
(2)WAS 5.5+.5 FEET
#19439 DMH 07-21-14

REFER TO ALLIED MOTION OWOSSO|
SPEC P965001 FOR HAZARDOUS
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DIMENSIONS ARE IN INCHES
TOLERANCES UNLESS SPECIFIED:
ANGULAR: £1°

TWO PLACE DECIMAL: +.01

THREE PLACE DECIMAL: +.005

MATERIAL

SEE NOTES

DESCRIPTION

USB TO RS232 CABLE

FINISH

© 69100104 qeerior:




