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69100105

Allied Motion

CONNECTOR KIT REQUIREMENTS:  EACH PART NUMBER TO BE INDIVIDUALLY BAGGED.  NO 
INDIVIDUAL BAG LABELLING IS REQUIRED.  ALL INDIVIDUAL ITEMS ARE TO BE INCLUDED IN A 

A1

IP67 CONNECTOR KIT

(REF DX4630)

NOTES:
 1. MANUFACTURERS AND PART NUMBERS MAY BE SUBSTITUTED WITH

BAG LABEL

 2. BAG LABEL TO BE APPROX. 3"[76.2] WIDE X 1"[25.4] HIGH.  TEXT     

LARGER BAG WITH PRINTED LABEL.

     SHOULD BE 12 PT. SANS SERIF FONT.  LOGO AND TEXT
     MUST BE LEGIBLE WHEN APPLIED TO THE BAG.

AC-CK-100105

DESCRIPTION MANUFACTURER MANUFACTURER 
PART NUMBER PURPOSE QUANTITY

15-PIN HD DSUB KONMEK HS0-15FTBO J2 MATING CONNECTOR 1

9-PIN DSUB KONMEK DS0-09FTBO J3 MATING CONNECTOR, 
EXTRA RS232 CONNECTOR 2

POWER DSUB ALLIED MOTION 17563001 J1 MATING CONNECTOR 1
IP67 SEALED DSUB 

HOOD KONMEK HW1-1 J2/J3/RS232 MATING HOOD 3

IP67 SEALED DSUB 
HOOD CONEC 165 X 14819 X J1 MATING DSUB HOOD 1

A (1) WAS #AC-CNK0002
    (2) ADDED METRIC DIMS
#19002 DMH 08-27-13

TYPE

APP.

SCALE:

J.O.#

NO.

PERMISSION OF ALLIED MOTION 

ANGULAR: ±1°

THREE PLACE DECIMAL:  ±.005
DESCRIPTION
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TOLERANCES UNLESS SPECIFIED:
DIMENSIONS ARE IN INCHES

DWN.

DO  NOT  SCALE  DRAWING

TWO PLACE DECIMAL:  ±.01 

FINISH

REVISIONS

TECHNOLOGIES IS PROHIBITED.

PROPRIETARY AND CONFIDENTIAL

MATERIAL

THE INFORMATION CONTAINED IN
THIS DRAWING IS THE SOLE PROPERTY
OF ALLIED MOTION TECHNOLOGIES.
ANY REPRODUCTION IN PART OR
AS A WHOLE WITHOUT THE WRITTEN

DWG.

DWG.  NO.

REFER TO ALLIED MOTION OWOSSO
SPEC P965001 FOR HAZARDOUS
SUBSTANCE RESTRICTIONS


