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UNSEALED

FEMALE 15-PIN
HIGH-DENSITY DSUB

CONNECTOR
]
SEALED AND
SHIELDED
]
KONMEK HW1-1 IP67 SEALED DSUB HOOD
PIN NUMBER WIRE FUNCTION
1 GREEN INPUT 1
2 ORANGE INPUT 2
3 BLUE INPUT 3
4 WHITE/BLACK INPUT 4
5 RED ANALOG IN 1 (+)
6 RED/BLACK INPUT 5
7 GREEN/BLACK INPUT 6
8 ORANGE/BLACK RS232 Rx
9 BLUE/BLACK OUTPUT 1
10 WHITE ANALOG IN 1 (-)
11 BLACK/WHITE OUTPUT 2
12 RED/WHITE OUTPUT 3
13 GREEN/WHITE RS232 Tx
14 BLACK COMMON
15 BLUE/WHITE ANALOG OUT*

BLACK PLASTIC BACKSHELL WITH REVISIONS
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INSULATION &
CABLEP/N | REF. OWOSSO P/N | LENGTH -"A" |SEALED/SHIELDED|WIRE GAUGE|  JACKET
MATERIAL
39.37 +.50 o
AC-CB-822002 18822002 [1000 +12.70] NO 22 AWG 80°C PVC
118.11+1.00 o
AC-CB-822003 18822003 (3000 +25.40] NO 22 AWG 80°C PVC EFEC. POBa001 FOR NAZARDOUS |
- ) SUBSTANCE RESTRICTIONS
3937 t 50 o PROPRIETARY AND CONFIDENTIAL
AC-CB-822012 18822012 [1000 +12.70] YES 28 AWG 105°C PVC ENOMIATON CONTNED N
118.11+1.00 G
AC-CB-822013 18822013 (3000 + 25.40] YES 28 AWG 105°C PVC FEAISO OF LD OTO
DWN.
EMW 7/28/14 | pcifled Motion
APP, OWO0SSO
NOTES: DMH 07-31-14
1. SHIELDED CABLES INCLUDE A 28AWG DRAIN WIRE. o T N e
2. THE FUNCTION OF PIN 15 CAN VARY BASED ON CONFIGURATION OF THE MOTOR 10%19462 TOLERANCES UNLESS SPECIED:
MODEL IT IS BEING APPLIED TO. STANDARD IS ANALOG OUTPUT, BUT A SINGLE-ENDED Ve TWO PLACE DECIMAL: 01
ANALOG INPUT IS AVAILABLE OPTION. MATERIAL DESCRIPTION
3. DIMENSIONSIN [] ARE IN MILLIMETERS. e I/O CABLE OUTLINE

(REF DX5635)
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